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Basic package

2.4 x 2.2 x 2.3 m

6.0 kW
8.0 kW

230 V (50 Hz)
48 V

LiFePO4
19.2 kWh

6.4 kVA
6.4 kVA

1,000 l

-- / --

0.5 - 1.5 kW

Op�on A¹

2.4 x 2.2 x 2.3 m

6.0 kW
8.0 kW

230 V (50 Hz)
48 V

LiFePO4
28.8 kWh

9.0 kVA
6.4 kVA

1,000 l

Solar / 1.0-2.0 kWp

1.0 - 2.0 kW

Op�on B¹

2.9 x 2.4 x 2.6 m

18 kW (3x 6.0 kW)
24 kW (3x 8.0 kW)

400 V (50 Hz)
48 V

LiFePO4
57.6 kWh

12.0 kVA
6.4 kVA

1,500 l

Solar / 2.0-10 kWp
Wind / 2.0-10 kW

2.0 - 3.5 kW

Dimensions
 Dimension (L x W x H)
Converter
 Nominal power
 Maximum power (30 min)
 Nominal voltage AC
 Nominal voltage DC
Ba�ery
 Type
 Capacity
Generators
 Nominal power primary
 Nominal power secondary
Diesel Tank
 Capacity
External power genera�on
 Type / Power

Recommended average
power consump�on

¹A combina�on of different converter / ba�ery / generator / diesel tank and external power generator op�ons are 
possible.

monitorin
g

remote


